
ROYALTON TOWNSHIP RENTAL CHECKLIST

What to expect before the inspection:

Smoke /Carbon Monoxide Detectors: Electrical:

* Properly Installed And Operable * 2 Receptacles Per Room

Please see illustration below for * Proper Receptacle Grounding

correct locations and best practices. * GFCI In Kitchens And Bathrooms

Battery operated is acceptable. * Extension Cord Misuse

* Covers On Junction Boxes/Outlets/Switches

Interior Finish: * Service Panel Accessible For All Occupants

* Brakes/Holes (Floors, Ceilings, & Walls) * Service Panel Not Overloaded

* Trip Hazards - Flooring/Stairs

* Handrails Exterior Structure:

* House Number Present & Readable

Proper Egress: * Ext. Junk Car/Garbage/Weeds/Fences/Etc.

* Basement Bedrooms * Foundation/Chimney

* Other Bedrooms * Standing Water

* Operable Windows * Self-Closing Screen Doors

* Exits Unlock Without Use Of Keys * Peeling Paint/Broken Windows

* Screens On Windows

Mechanical Hazards:

* No Storage Within 3ft. Of Gas Appliance Natural/Mechanical Ventilation For Bathrooms 

* Drop Pipe On Water Heater

* Proper Dryer Ventilation 

Carbon monoxide detection is required when the dwelling unit contains a fuel-fired appliance 

(like a gas stove, gas fireplace, gas water heater, or gas furnace). It is recommended that a fire 

extinguisher be provided for safety. 

Figure R315.3 of 2021 IRC Code Commentary


